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Standard DMX 512, internal/external fader supplied
Dimmer functions for theatre projectors
Mode interrupteur pour les appareils motorisés ou ventilés
DMX addressing via a large LCD screen
DMX input/output via 3-pin XLR
Lid-protected french plug outputs
Fixation brackets 
Power supply : AC 230 V, 50/60 Hz
Dimensions : 150 x 125 x 82 mm
Weight : 1.5 kg 

technicAl specificAtions 

16 chase built-in programs with adjustable speed
Fader individuel par voie, avec réglage de la vitesse 
d’exécution
4 DMX 512 independent channels
Modes : Master/slave, program, DMX, sound-sensitive via 
microphone
Switch/dimmer pack
Control 4 DMX channels with the faders
Outputs : 4 x 5 A (16 A max) via french power plugs
Power supply : 120 V / 230 V - 50/60 Hz, AC 16 A 
maximum
Dimensions : 250 x 208 x 68 mm
Weight : 2.5 kg

technicAl specificAtions 

DIM-1x10 
Power pack 

compact power pack 1 x10 A plug with fader 
ref 9061

DIM-4x5 
Power pack 

4-way dmX and analogic 4x5 A compact bloc with faders 
ref 9057

 +  Supplied with an external 
fader 

 + Dimmer or Switch modes

 +  DMX input/output via XLR 
plug and power output via 
french plug

 +  Built-in programs with 
adjustable speed

 + Built-in manual dimmer

 +  DMX input/output via XLR 
plug and power output via 
french plug

Light control / Power packs


