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High Power LED PARCAN, perfect for rental companies, discotheques, pro DJs, etc.
Powerful 25° Beam thanks to 12 powerful 12W “6 in 1" LEDs (Red, Green, Blue, White, Amber, UV)
in a classic PAR armature.
All the possible color combinations become available, BlackLight UV effect included !
Excellent RGB color mixing and dimming down to 0%  
Backlit alphanumeric LCD-display to select different options of the setup menu.
Selectable lamp behavior: halogen lamp (slow) or led (fast)
Four dimmer curves: linear, square, inverse square, S-curve
In case of DMX failure you can choose between blackout and freeze mode.
Lock function to avoid unwanted altering of the settings.
Works standalone and in master/slave configuration:

Compose your static fixed color
Automatic smooth color fades with manual speed control
Automatic color changer with manual speed control
Sound controlled color changer with manual sensitivity control for the build-in microphone

DMX controllable: 8 different modes are available:
1 Ch DMX mode: White dimmer
2 Ch DMX mode: White dimmer and UV dimmer
3 Ch DMX mode: White dimmer, UV dimmer, strobe
3+ Ch DMX mode: White dimmer, White Color Temperature selection, strobe
4 Ch DMX mode: Red, Green, Blue, general dimmer/strobe/sound chase
8 Ch DMX mode: Red, Green, Blue, White, Amber, UV, Master Dimmer, Strobe control
9 Ch DMX mode: Red, Green, Blue, White, Amber, UV, Master Dimmer, Strobe control, Color
Macro
9+ Ch DMX mode: Master Dimmer, Strobe, Color fade speed/sound chase, Red, Green, Blue,
White, Amber, UV

RDM-functionality for easy remote setup: DMX addressing, channel mode, …
White balance to perfectly match the colors of several projectors.
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Default factory settings + 2 user settings can be saved/loaded.

Technical Information
Mains Input:  110-250Vac, 50/60Hz
Power consumption:  120 Watt Max.
Fuse:  250V 2A slow blow (20mm glass)
Sound Control:  Internal microphone
DMX connections:  XLR 3pin
DMX modes:  1Ch, 2Ch, 3Ch, 3+Ch, 4Ch, 8Ch, 9Ch, 9+Ch
LEDs:  12pcs 12W “6in1" LEDs (Red, Green, Blue, White, Amber, UV)
LED Refresh rate: 1200Hz (video proof)
Beam angle:  25°
Size:  300 x 275 x 300mm
Weight:  3,5 kg

Do you need professional PDFs? Try PDFmyURL!

http://images.beglec.cdn1.be/product/4377/800/4.jpg
http://pdfmyurl.com
http://pdfmyurl.com

