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FOS IQ PAR ZOOM IP65 WDMX
L007354

Contemporary IP65 Zoom led par with Wireless DMX operation and
amazing color mixing, powered by 28x10W RGBW leds, Zoom
Angle: 12-60, linear dimmer 0-100% , adjustable color temperature
3500K ? 8000K, flicker-free, 3 pixels rings, strobe effect, IP rated
power and DMX connector IN/OUT, mounting bracket for
installation floor or truss, noise-free aluminum cooling system, built-
in programs, and macro effects. 7.2kg

TECHNICAL DETAILS  

Product description
Professional IP65 LED Par Zoom projector, suitable for temporary outdoor installation events, RGBW LEDs, controlled in 4 groups, and
silent operation. Integrated wireless DMX

Light Source / Optics
Based on 28x 10 Watt RGBW LEDs.
50,000 hours average lifespan. 
12 to 60 degrees beam angle, via motorized zoom function.

Effects
Red, Green, Blue, and White colour mixing. 
Linear colour temperature adjustment via dedicated DMX channel.
Colour Temperature ranges from 2800 to 8000 Kelvin.
4-section pixel control.
Linear dimming and strobe effect.
 

Control
DMX Control with 13 or 29 channels.
Auto, Sound, and manual modes.



Integrated wireless receiver, compatible with our AirLink transmitters. 
 

Technical Specifications
Power supply: 90/260 Volt AC, 50/60 Hz.
Power consumption: 250 Watt.
Aluminum, die-casting housing.
IP65-rated, suitable for temporary outdoor events.
Silent operation with passive heat dissipation, and overheat protection.
Fixture dimensions: 318 x 263 x 196 mm
Packing dimensions: 370 x 220 x 335 mm.
Net Weight: 7,2 Kgs.
Gross Weight: 8.08 Kgs.

 

PHOTOS  

PRODUCT VIDEO  



ACCESSORIES  

FOS Case IQ PAR ZOOM
IP65

Flight case with wheels for
6 pcs FOS IQ PAR ZOOM

FOS AirLink 24
AirLink DMX transmitter/
fader desk for the Solo a

FOS AirLink Foldable
AirLink DMX transmitter

for the Solo / Luminus / N

FOS AirLink PRO
AirLink DMX transmitter

for the Solo and Luminus P

FOS SUPER CLAMP 200
Professional clamp for

fixtures lifting weight 200
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