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BEKAFUN

Heilig Hartstraat 23
B-8870 Izegem
info@bekafun.be

T 051312803

F 051318218

BE 0457 542 763

Open

maandag tot vrijdag van 9u- 18u
zaterdag van 10u - 17u

zondag gesloten

Bekafun & EV Sound is doorlopend open,
ook over de middag

Gesloten

1-2 januari

2de Pasen

1 mei

Hemelvaart
Pinkstermaandag
21juli

15 augustus

1 november

11 november

25 december
(geen jaarlijks verlof)

Bank

Belgié

KBC: BE 03 4650 1316 8184
(BIC: KREDBEBB)

ING: BE 62 3850 1016 5461
(BIC: BBRUBEBB)

Nederland
ING: NL 83 INGB 0659 8072 70
(BIC: INGBNL2A)

U kunt in de winkel betalen met:
cash / visa / mastercard
bancontact / payconic

op rekening na goedkeuring
(enkel voor klanten met btw nr.)

Online kunt u betalen met:
prepayment / visa / mastercard
bancontact / payconic

op rekening na goedkeuring
(enkel voor klanten met btw nr.)

Volg ons op

BEKAFUN ontstond in 1990 als een beperkte verhuurfirma. Sinds 1998 specialiseren
we ons in de verkoop van pro audio, licht en AV aan zowel particuliere DJ's, verhuurfir-
ma’s, verenigingen en bedrijven.

Wij proberen goed aan te kopen en zijn niet bang buiten Belgié aan
te kopen. Wij bieden een laagste prijs garantie, vindt u hetzelfde
PRUS product ergens anders goedkoper, dan passen wij onze prijs aan!
Als professionele klant krijgt u van ons een PRO-account met
gepersonaliseerde prijzen en exclusieve promoties.

Ons sterke punt is onze 2550m? stock. Wij zijn niet zomaar een
webshop, opererend vanuit een garage, wij hebben het effectief
staan.

SERV|CE Onze eigen hersteldienst met kennis van zaken staat steeds paraat
voor onderhoud en reparaties van alle producten binnen onze
sector.

Op het einde van de rit willen we U de beste prijs geven, op alles, service inbegrepen.

Bezoek onze websites

www.bekafun.com
www.evsound.be

www.bekadeal.be
www.flightpro.be
www.mobiltruss.be
www.turbosound.be
www.roadreadycases.be

Edito

Antari is al jaren de marktleider in het segment van rookmachines, ha-
zers en aanverwante producten. Er zijn nog wel wat A merken actief,
maar die specialiseren zich specifieke toepassingen, en hebben helaas
ook ene heel specifieke prijs.

Antari staat voor innovatiefe producten met een zeer coorecte prijs/
kwaliteitsverhouding.

In deze annex van onze catalogus krijgt U alle specificaties en alle ac-
cessoires voor de machines. Aarzel niet om uw prijs te vragen op info@
bekafun.be.

Bekafun bestaat ondertussen meer dan 30 jaar en staat ten dienste van
de evenementesector, onderwijs, cultuur en particulieren. Antari maakt
van in het begin deel uit van de merken die wij voeren.

Het Bekafun team
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= 7-350 Fazer .

The Z-350 is the latest creation from Antari stemming from years of experience in Fazer development.

The adoption of the air pump technology not only enables the 2-350 to generate dry haze but also provides its heater with a self-cleaning function. The 2-350
comes with a larger tube, which substantially reduces the risk of heater clogging.

An extremely low fluid consumptionrate grants a full tank (1.3 liters) of the Z-350 to produce more than 7 hours of non-stop hazing at maximum output.

The new DMX feature offer user intelligent control on 2-350 in an energy saving way. When a DMX signal is received, the machine powers up and starts heating
up automatically. When the DMX signal is off, it automatically begins the self-cleaning process and then goes into "Sleep” mode.

The machine weighs only 8.5 kg. Being so light and compact allows the Z-350 to be transported and setup anywhere - whenever needed.

Specification
- Input voltage USmodel + AC 100-120V, 50/60Hz 6A - Control Manual, DMX 512
EU model = AC 220-240V, 50/60Hz 3.154 - DMX channels 2 channels
- Rated power 120V 700W - Connection IEC (Power)
240V T50W MLR 3-pin (DMX)
- Warm-up time 4.5 minutes{approx.) - Optional accessories Z-3 Cable Remote
- Fluid consumption 3 milfeiin FZ-350 Flight Case
- Fluid tank capacity 13 Liters {0.34 gallon) - Dimension L320W 153 H 391 mm
- Compatible fluid Antari FLG Heawy Fog Fluid (L12:60 W 6.02 H15.39 inch)
- Operating time 7 hrs at max; output - Weight 8.5 kg (18.74 [bs)

- Ambient temp. range  0°C - 40°C (32°F - 104°F)

OPTIONAL

gind |

V4

SIHOSSIV |

NOLLINNAE ® S153443 |

Resar Pans! 7-3 Cable Remote F2-350 Fligh Case FLG Heavy Fog Pl
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EE Z-1520 RGB Two-Way Fog Machine

Want to add colors to your fog effects?

Not a problem! Let Antari Z-1520 RGB fulfill your dreams. With additional 22 RGB bright LED to shine the fog output produced by Antari Z-1520,

the evolutional successar of well-known Z-1020.
One machine can satisfy desires for both spectacular fog and lighting effects at the same time.

Specification

- Input voltage US model : AC 100-120V, 50/60Hz 13.5A - Control
EU model : AC 220-240V, 50/60Hz 7A
- Rated power 1600W - DMX channels
- Light source 22 X 3W LED | 8 Red, 7 Greeny 7 Blue] - Connection
- Warm-up time 5 minutes (approx.)
- Fluid consumption 150 mi/min - Dptional accessories
- Fluid tank capacity 2.4 Litersi(Ce3 gallan) - Dimension
- Compatible fluid Antafl FLC Super Light Fog Fluid
- Ambient temp. range QTG A0°C (22°F - 104°F) - Weight
- Qutput b6 meters height

S1D3443

.

Haitt Virtical Dutput

_ SINOSSIIV |

g

FIC Soper Ught Fog Flud

Manual, Timer, DMX 512
Master / Slave, Wireless

8 channels

Neutrik Powercon: (Powsr)
XLR 3-pin apd 5-pin (GMX)
FX-4 Flight case

L4218 W 295 H 210 mm
(Ligd4sW 1161 H8.27 inch)
10.4 kg (22.93 |bs)

M

WHELESS
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“~**M-11 STAGE FOGGER

Antari continues to innovate with our first dual output designed M-11 fog machine. The M-11 features a dual cutput nozzle and dual pump system that can be
controlled either independently or simultaneously, allowing for a wider range of volume adjustment and output flexibility, Automaric sequential pump
operation can produce endless volumes of fog in continuous mode making the M-11 the highest output fog machine ever created form Antari. The versatile
control options include built-in electronic timer, DMX with RDM, stand alone operation, and optional wireless remote. The M-11 is flexible enough to be used

in small theaters and powerful enough to be used |n the largest arenas,

Specification

- Input voltage LS medel ; AC 100-120V, 50/60Hz 13.3A - DMX channels
EU model : AC 220240V, 50/60Hz 6.67A - Connection

- Rated power 1600W

-Warm-up time 13 minutes (approx) - Optional accessories

- Fluid consumption 400 m!/min [100% output)

- Fluid tank capacity 10

- Compatible fluid Antari F

- Ambient temp/ range 0°C - Dimension

- Control I ar
Wireless (Optional) - Weight

Wireless DMX (Optional |

OPTIOMAL

Meairtrik TRUE 1 Coannectoar [ Power)
g 5-pin (DMX)
R Wireless DMX

NOLLINAY @ 5173443 ]

-Odi-PCE x 1
W-DIXR % 1

flig

W-2 Trarsmitier % 1 W-DMXPCE « 1
W DMXW2R » 1 WADMXWIR x 1

anid|

FLG-10 Hea
FLR-10 Ligh

5 e

e
L)

Wz

WDOMX
[ OPTIONAL J
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| HZ-100 Haze Machine

_1 HZ-350 Haze Machine
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This durable, compact size HZ-100 lends itself to stage, concert and filming

HE-1 Cable Timer Remate

Specification

HCR-1 Wireless Remote

HZL-3 Heze Fluid

WireLess

HZ-350, a brand new haze machine from Antari with not only the reliable

W-1 Wireless Remote

Specification

HEC-1 Cable Timer Remote

HZL-1 Haze Fluid

application, where ease of operation is desired - Input voltage US model : AC 100-120V, 50/60Hz 1.5A quality as a tradition but also new charming features! - Input voltage US madel | AC 100-120V, 50/60Hz 3,254
EU model : AC220-240V, 50/60Hz 0.8A EU model VAC 220-240V, 50/60Hz 1.7A

I

The HZ-100 equipped with an efficient, maintenance-free air compressor,
no warm-up time reguired. Simply switch on the power, beautiful
translucent haze will fill up the space in no fime. Through its haze transfer
mechanism, haze are broken down into nano particle reflect the lights to
create bright and colorful light beams.

With optianal timer remote and wireless remote, gives user more flexibility
when controlling the HZ-100.

- Rated power

= Fluid consumption

- Fluid tank capacity

- Compatible fluid

- Operating time

- Ambient temp. range
- Control

- Connection
- Optional accessories
- Dimension

- Weight

180w

0.7 ml/min

2.5 Liters (.66 gallon)
Antarl HZL Haze Fluid

&0 hrs-at-max. output

D"C -40"C [32°F-104°F)
Manual

limer (Optional)
Wiretess (Optional)

|EC (Power)

HE-1 Eable Timer Remote
HCR-1 Wireless Remate
L4884 W 250 H 294 mm
(L19.06 W9.84 H11.57inch)

12 kg (26,46 |bs)

With the innovative LCD control panel built in the machine, now you can
master this classic haze machine without effort at all. The digital LCD
control system now allows users to set the timer and DMX address
directly and accurately.

Furthermore, wireless on/off control is another excitement for users who
need to execute the output timing.

Now just try it to believe it!

- Rated power

- Fluid consumption

= Fluid tank capacity

- Compatible fluid

- Operating time

- Ambient temp. range
- Control

- DMX channels

- Connection

- Optional accessories
- Dimension

- Weight

J20W

0.8 ml/min

2.5 Liters (0.66 gallon)

Antari HZL Haze Fluid

32 hrsat max. cutput
D'C-10"C{32°F - 104"F)
Mandal, Timar, DMX, Wireless
Lehanne|

[EC {Fower)

XLR 5-pin (DMX)

HC-1 Cable Timer Remote
L4552 W 2/3 H315 mm
(L1937 W 10:75 H 1240 inch)
14.2 kg (31.31 |bs)

32
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- W-101 Wireless Control Bubble Machine

The cutting-edge wireless control system gives Antari W-101 bubble machine a simple
setting and operation interface. It brings users to a professional scene in an easier
method.

Feature

# Intelligent Wireless Control System
Each W-101 bubble machine comes with a set of wireless receiver and transmitter as
standard controller. The working distance of wireless control is 50 meters in open
area.

® Texture-like Painting Finish
Though most of the time, bubble machines are served as supportive character at the
corner of stage, W-101 bubble machine is now given extraordinary elegant finish as
a star!

INCLUDED

SIWOS5IOV |
ainii |

NOLLONNA 2 5493143 |

Rear Pane W-1 Wireless Transmitter

Specification
- Input voltage

- Rated power

- Fluid consumption

- Fluid tank capacity

- Compatible fluid

- Operating time

- Ambient temp. range
- Control

- Dimension

- Weight

Brearf

BUBELE LIS D
e
v '

(113

8L Bubble Fhid

Us model : AC 100-120V, 50/60Hz 0.25A
EU model : AC 220-240V, 50/60Hz 0.13A
30W

8.3 mil/min

0.7 Liters (0.18 gallon)

Antari BL Bubble Fluid

1.4 hrs-at max, output

5°C-40°C (41°F104 *F)

Manual, Wireless

L350W 170H207 mm

(L 1378 W 6.69'H B.54 Inch)

4.8 kg (10.58 Ihs)
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FLR Light Fog Fluld
FLG Heavy Fog Fluid

IP-10 Cable Remote

This brand-new |P-1000 has been a break through from the past models that are only

limited in indoor usage. 1000W fog machine featuring a sleek stainless exterior that

renders this powerful fog machine impervious to both dust and water spray. This new

IP-63 rated model represents both a technical and aesthetic advancement, melding an

appealing fresh form and groundbreaking practical functionality in-a new unit suitable

for a wide range of club, installation, retail and leisure applications and beyond.

Combining the solid performance for which Antarl fog machines are known with

leading edege enhancements, the IP-1000 spray-proof fog machine is an exciting

addition to the Antari line.

Feature.

» Stainless steel case makes it perfect for operating in outdoor with damp condition.

» Typical Antari quality heat exchanger generates pure and dry fog.

» To give you the flexibility of installation and maximize the duration of continuous
‘operation, IP-1000 does not come with ar attached fog fluid tank, With 2 10 meter
long fog fluid Lube coming along with IP-1000, you can depioy your fluid tank at any
-place where |s most convenient for you. You can also use 2 huge fog fluid tank (not
Included
‘with the original package) to enable your expected continues operation time.

Specification

- Input voltage

- Rated power

- Warm-up time

- Fluid consumption
- Compatible fluid

- Ambient temp. range
- Control
- Dimension

- Weight

US model : AC 100-1 200, 50/60Hz 95
EU model: AC 220-240VY, 50/60Hz 4. 5A
1070W

11 8 mifnules [dppebx.)

90 il min

Antan FLG Heavy Fog Fluid

Antari FLR L:p,ha Fog Fluid

0°C-40°C (327F - 1047F)

Mar Lb.-.il:

L 355 W 249 H 203 mm

(L1zo8 W 980 H 7.9% inch)

8.8 ke 19.40 |bs)

IP-1500 IP-Rated Fog

Patert Mo [TAIWAN) W AD0aT 142035

(] INCLUDED

{'Ilr'n-:_'

W-1 Wireless Remote FLR Light Fog Fluid

FLG Heavy Fog Flula

The IP-1500 is Antari's newest waterproof fog machine, incorporating an Innovative
new design that earns it an IP-63 rating. Whether indoor or outside, the new [P-1500
delivers massive fog output with its state-of-the-art design and 1500 watts of power.

Included in that design is an extremely precise temperature control system; highly
efficient heat conservation system.

When using the |P-1500 outdoors, even when raining, it is capable of detecting the
amhbient temperature and adjusting its operating parameters accordingly. Of course,
both DMX and wireless remote options also come standard with this professional
machine.

The new IP-1500 was designed with efficiency in mind and achieves 13% less
electricity consumption than other foggers in Its size class, making it the greenest
choice.

b ;”,_ ”'L

Specification

- Input voltage

- Rated power

- Warm-up time

- Fluid consumption
- Compatibie fluid

- Ambient temp. range
- Control

- DMX channels

- Connection

- Dimension

- Weight

-.‘ lu,,.,
R T

WireLess

LS model ' AC 100-120V, 50/60Hz 13A
ELl'madel @ AC 220-240V, 50/60Hz 6.5A
1550W

9 minutes {approx.)

100 ml/min

Antar FLG Heavy Fog Fluid

Antari FLR Light Fog Fluld
D'C-40°C{32°F - 104°F)

NManual, Timer, DMX 512, Wireless

1 channel
LR S-pin [DMX)
L 465 W 222 H 250 mm

(L18.31 W 8.74 H 9.84 inch)
13.5 kg (29.76 Ibs)
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~2MB=1 Mobile Fog Machine

Antari continues to expand with the introduction of the new ME Series, a series of mobile fog machines designed to reliably function without the need of a
direct AC power source, MB series machines are perfect for use in phatography, film, theater, industrial testing and so much more.

MEB-1is 3 75W fog generator powered by 12V battery. Its ultra-compact and light weight design make the unit a perfect choice for placing in or on props,
inside set pieces as well as hand held operation. The unit comes neatly packed in a durable case with a battery pack, charger and a bottle of fluid.

Specification
- Input voltage BC 12V (Battery) - Optional accessories
AC 100-240VY, 50/60Hz (Battery charger)
- Rated power 75W
- Warm-up time ] second (approx.) - Dimension
- Fluid consumption 1.1 mifmin (MAX Outpur)
- Fluid tank capacity 110.ml (.03 gallon) - Weight
- Compatible fluid Antari FLM-055 Fog Fluid
- Ambient temp/ range 0'C-40°C (32°F - 104°F)
- Control Manual
lmer |Optional)
Wireless |Optional)
=] [2] INCLUDED MB-1 KIT
|m
8 o 2}
|m E
' =
o

" BAT-01 Batteryand
W1-8CL Chargas

[

33 ] “

A &

A =]

LA

©

=

A -
w
E— e
: .ﬂ.l_!

- &
T DCPi2 Power Adiptor MCr-2.Cable Timer Remate: MCR-1F Wireless Remote. ~~ FLMH05S Mog risd

and Dummrmy Battery

i’

(2
»

=

DCP-12 Power Adagtor and Dummy Battery
MCET-2 Cable Timer Remote

MCR-1F Wireless Remote

L228 WEb H112mm

(LE.98 W 2.60 H4:41inch)

1 kg (without Battery) (2.2 lbs)

1.8 kg (with Battery) (3.97 ths)

(1) MB-1 Fog Machine
(1) Case
Rechargeable Battery
(#) Charger
(5} Bottle of 500c.c.
FLM-055 Fog Fluid

54
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MB-20 Mobile Fog Machine

Antari continues to expand with the intreduction of the new MB Series, a series of mobile fog machines designed to reliably function without the need of a
direct AC power source. MB series machines are perfect for use in photography, film, theater, industrial testing and so much more.

MEB-20 is a 600W battery powered portable fog generator. A powerful and compact machine with a unigue “instant-on” heater core that allows the
machine to be ready in seconds and fog continuously. The MB-20 also features adjustable output and manual or DMX control with an available optional
wireless control option.

Specification
- Input voltage DC 12V (Battery) - DMX channels L. channe
AC 100 - 240V, 50/60Hz (Battery charge: - Connection XLR 3=pin (DMX
- Rated power 600W - Dptional accessories Z-3 Cable Remote
- Warm-up time | second (approx.) WTR-20 Wiraless Remole
- Fluid consumption 1& mi/min MB-205 Power Base
- Fluid tank capacity O.dLliter (0.11 gallon) - Dimension L 293 W 108 H 238'mm
- Compatible fluid Antari FLM-D5P Fog Flu [LAL54W 425 H9.371nch)
- Ambient temp. range O°C - 40°C{32°F - 104°F) - Weight B.5 kg (18.74 |bs)
- Control Manual, DMX512
Wireiess (Ootional)

Cahle Hemote (Option

[ [=] OoPTIONAL =]
a2 = Clr—
[ '] | =
il & 5
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= | — el
= i —
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Z-3 Cabie Ramots W2 Tranmemifter x: 3 AE-205 Powesr Bise FMAUSH Fog Fhad
Wiz Recaivor & ']




~ MB-55 Mobile Fog Machine

Antari continues to expand with the introduction of the new MB Series, a series of mobile fog machines designed to reliably function without the need of a
direct AC power source. MB series machines are perfect for use in photography, film, theater, industrial testing and so much more.

auIyoeA G

SIS X4S

MEB-55 is a 1450W fog generator with tremendous output volume. The MB-55 uses Antari’ s heat preserve technology that allows the machine to fog for a
limited time when disconnected from main power allowing the machine virtually anywhere to quickly deliver large volumes of thick long lasting fog.
Handle-mounted push button with adjustable output volume make for simple onboard control with an available optional wireless control option.

Specification
- Input voltage LIS model: AC 100-120V, 50/60Hz 15A - Control Manual
EU model: AC 220-240V; 50/60Hz BA - Connection EC (Power)

- Rated power 1450W - Optional accessories FCR-1 'Wireless Remote

- Warm-up time 7.5 minutas [approx.) - Dimension 146 W152 H251 iy

- Fluid consumption 110 mi/min (L13.62 W5.98 H9.28 Inch)

- Compatible fluid Antar FLP-700 Aerosol - Weight 10:2 xg (22:49 1bs)

- Ambient temp. range 0"C-40"C[32°F - 104°F)
g | INCLCDED OPTIONAL
= a '
d 2 -
- i® M- ye0
= |5 Ve e
4]
(=]
: | t S
s M-1 Cable - FCR-1 Wireless EL2-TO0 Aprasol

Remcte Control Rernite Control
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771 SW=250 & SW-250X Wireless Snow Machine

Patent No. (TAIWAN]) 302095  Madd496 1487558

With all the advantages of 5-200X, the SW-250 is the enhanced version of Antari® s snow machine series. Equipped with the easy-to-use LCD control panel which
allows users to set the snow output volume and tming much more precisely by selecting output percentage and duration time, the SW-250 gets rid of the cable
control by making the wireless control system the standard accessory. The snow machine can be activated and deactivated simply by a touch on the W-1
transmitter thanks to the convenience of the wireless control system.

Now it's possible to have the effects from a touch of snow flakes to rezl blizzard exactly as what you expected whenever needed all year round without waiting!

INIHOVIA MONS
SRS X4S

SW-250 Specification

- Input voltage LS ‘mode] AL 100-120V, 50/60HZ 10.BA - Ambient temp. range 5°C-40°C (41°F - 104°F)
ELl 'model | AC 220-240V, 50/60Hz 3.8A - Control Manual, Timer,

- Rated power 120V 1290W DMX 512, Wireless
240V°880W - DMX channels dchanne

- Fluid consumption 140 ml/min - Connection IEC {Power)

- Fluid tank capacity 5 Liters (1.32 gallon) XLR:-5=pin {BMX]

- Compatible fluid Antari SL-5 Snow-Foam Fluid - Optional accessories SC-2 Cable Remote
Arntan 5L-54-  Snow Foam Fluid SW-300-FB Flaoor Brackst
Antari SL-5N  Snow Foam Fluid - Dimension L5399 W 276 H310 mm
Antan SL-5AN Snow Feam Fluid (L21.22 W 10.87 H 12.20 inch)
Antari SL5H  Snow Foam Fluid - Weight 11.5 kg {25.35 |bs)

Antari SL-5C  Snow Foarh Fluid

SW-250X Specification

- Optional accessories WTR-10 Wireless Remote
SC-2'Cabls Remcte
SW-300-FB Floor Bracket

E ' 7] INCLUDED OPTIONAL 2 OFTIONAL i op ; _ ¢ (g = —

A & S Al g -

‘B : : DI | - | |

e = > o e = : —

= | A ﬁ =19 i - CONFORMS TO

= ¥ 8] A SRR o == i AMNSIFUL 5TD.T3 &

9 - 7 A ; ' , A - |, CERTIFIED TO
o Lh = - | -8 CAMN/CSA 5TD,

% & 2 mn terteh  C13aNo.sa-09 WWireLess
A ﬁ |_ $700323
_ - T o T . - T = F - " T : — =
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AF-5X is a special effect fan with 3 speed setting to fulfill different wing
effect requirement. |t provides wind effects when using by itself, it alsa
can work with ather effect machine such as fog, haze, snow and bubble tg
increase the coverage.

Extra foot stand design allows the wind to blow in two directions when
placing on the floor. With optional hanging bracket offers othep
possibilities for installation requirements.

Stand-alone, On-board DMX and optional wireless control Satisfy
different control requirements,

- Input voltage
- Rated power
- Ambient temp. range
- Air flow
- Fan speed
- Control
- DMX channels
- Connection
\ - Optional accessories
N
WieLess - Dimension

| OPTIONAL
- Weight
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DarkFX
Strip 1020

Specification
- Input voltage CC 48V @ 0.5A - Peak wavelength 365mm
- Rated power 24\ - Cable connection 22 AWG wire cable
“ - LED 12 x 1 8W High Power UV LED - Housing Alumunum Extrusion
. -Optics 40 deqgrees - Protection rating IP-20 Indoor use only
- Radia X output 9000 mWw - Dimension L11832xW 30 xH 1006 mm
: {. - Project lamp life 20,000 hrs L70 at 25C - Dry weight 1.9 kg
4 ! ;
‘
[T
o w #
< : !
R - llluminance m a;urement
e - Distance [m) 1 2 3 4 5
@ n & £
& — 450 [W/em’) | 158 [1W/em’) | 79 (iW/em’] | 42 [1iW/em’ ) 31 [ W/em']
450 (W,/m' ] 1.58 (WynT] | 078(W/m'] | 042 ([W/m’] 0.31 [(W/m]
- e T 0% B4.94% 825 % 90.7 % 93.0 %
~a.
Dimensions Spectrum
= Peak: 365 nm
- - E Distance
» A (OO O -0 0 0 _D- 10 1. 7 77 071 = ——
E = — 2N
- i _ - — am
: - e G
Features i F ; I ! ; E 5
— Sm
» High efficiency UV LED = . ~
* Peak wavelength at 385nm - o\ g . ] ' 30mm
* Minimum visible light '

* High output S000mW at full ntensity *

« Special optics will not degrade by high UV exposure - ; . &
-

= Flicker free

ﬂl‘l’l HE.D Ed:ﬂ 360 3en 400 420 440
Wavelength [nm]



Specification

- Input voltage

- Hated power

- LED

- Refresh rate

- Dptics

- Output

- Project lamp life
- Color range

- Control option

Illuminance measurement

o

L

Dimensions
OCOCCO000
OO0COoOOoO0O0O00
QOO0 C0DOO0O0D0O

[ala’”, . als]

ACT00-240V 50-60Hz - DMX channels 1.2
70W - Operation Digital display with 4 buttons
33 x 1.9W High Power UV LED - - Power connection 3-Pin waterproof connector
500 Hz | - Data connection 3-Pin waterproof connector
25 degrees - Housing Aluminum die-cast
24800mwW - Protection rating IP-E5
20,000 hrs L70 at 25 degrees - Dimension L454x W116x H331 mm
365nm - Weight 10.4 Kg
DMX 512, Manual
Distance (m) i) = E) 4 5
intanety 5462 [MW/cm] (1572 [MWW/em’] | 718(W/em'] | 409 (WW/em'] | 257 W/ em']
5482 [W/m'] | 1872 [W/m) | 7ZA8[W/m') | 408 (W/m’) 251 [W/m]
Intensity degradation
rate [compare with 1m] 0% 712% 86.8 % 825 % 954 %
Spectrum
[ Peak: 365 nm
Distance:
— I
< s 2m
= — am
i | — m
— 5M

116mm
- -l

[

JA\

300 320 340 360 380 400 420 440
Wavelength (nm]




DarkFX

Wash 2000

R €32.3 NO.64-
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fficiency UV LED
velength at :

visible light.

20290mW &

apedmcanon

- Input voltage

- Rated power

-LED

- Refresh rate

- Optics

- Radiant flux output
- Project lamp life

- Peak wavelength

- Control option

- DMX channels

Dimensions

AC100-240V 50-80Hz - Dperation B bit DMX 512
55W 2 x 16 digit display
27 x 1.9W High Power UV LED with 4 buttons
500 Hz - Power connection Meutrik Powercon in / through
25 dagrees - DMX data connection S-pin XLR
20290 mw - Housing Metal
20,000 hrs L70 at 250 - Protection rating IP-20 Indoor use anly
365nm - Dimension LBODOxW 1812 xH 181.7 mm
DMX 512, Manual - Dry weight 6.37 kg
1.2
5 Distarice [m) 1 2 3 A 5
o 4184 [WV/em) |1737 (pW/em'] | 933[uW/cm] | 648 [ W,/ /em' ) 526 W cm')
4184 (W/m'] | 17.37 [W/m] | 833 (W/m ] 648 [ W,/m") 5.26 [ W/
Intensity degradation
raite [compane with 1m) 0% 668.3 % 83B% 87.7 % 909 %
5 il rum
m1 Peak: 365 nm
1 Distance:
i3 —
00 CC O 0 O T 0] ¢ v
C 0 oo 0 o o o0 o ¥ i
0 0 0 Cc 0 0 0 o 0ol - Ty
— 5m
I | fﬂ\
= —— auss = \
# ? . j fllrl y
300 320 340 360 3B0O 400 420 440

Woavelength [nm]




DarkFX
Spot 670

&
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8700333

Features

= High efficiency UV LED

* Peak wavelength at 365nm

« Minimum visible light

= High output 8760mW at fullintensity

« Special optics will not degrade &y hig EXposure
* Flicker free %

= 15 degrees narrow beam angle -

OL932095

|
N
r

Spot 670 Specification

- Input valtage
- Rated power
-LED

- Refresh rate

- Optics

- Radiant flux output
- Praoject lamp life

- Peak wavelength

- Control option

llluminance measurement

Dimensions

=

IP Enclosure Specification
AC100-240V 50-60Hz - DMX channels 1,2 - Housing Metal
21w - Operation £ x 16 digit display - Protection rating IPB3
Ox1.9wW with 4 buttons - Dimension L3205xW 173 xH 1412 mm
High Power UV LED - Power connection MNeutrik Powercon in / through - Dry weight 3.08 kg
S00 Hz - DMIX data connection  S-pin XLR -
15 degrees - Housing Metal
E760 mW - Protection rating IP-20 Indoor use only o, /?.__
20,000 hrs L70 at 25C - Dimension L205xW 125 xH 128 mm pt ~
365nm - Dry weight 264 kg ‘
ROM, DIVIX 512, Manual
Distance [m) 1 P2 a2 4 5
Intensity 4976 (UW/em] (1675 (IW/cm'] | BOZ(W/eri] | B14[iW/em'] | 451 (uwW/em’)
49768 (W/nm'] | 1675 [W/m') | 807 [W/m ] B4 [ W,/ m") 4817 | W/m']
Intensity degradation i .
rate [compare with 1m) 0% BBE.3 % B3.8B% B7.7 % 90.9 %
. Spectrum
Peak: 365 nm
Distance:
‘ f '|
— lm I| |
e |
w—  3m / \
o m—— ||
—  Bm

."II 'r.l'\ IIL-

Il N\
}"I:E ,ﬂk \‘&:‘_\_

300 320 340 360

380 400 420 440
Wavelength [nm]
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DarkFX

Strip 510 3 /
Specification
| &
o ﬁa - Input voltage DC 20-24V - Peak wavelength 365nm
- - Rated power 12W - Cable connection 29 AWG wire cable
-LED B x 1.9W High Power UV LED - Housing Alurunumm Extrusion
- Optics 25 degrees - Protection rating IP-20 Indoor use only
- Radiant flux output 4500 mw - Dimension L5932 xW 30xH 1008 mm
. 4 - Project lamp life 20,000 hrs L70 at 25C - Dry weight 1.08 kg
- -
m™ :
Y A
s/ llluminance measurement
Distance [m) 1 = 3 4 5]
ke 700 (UW/ceni) | 211 (WW/em'] | 99 [WW/eni] | 54 [pW/cem’) | 38 [pwW/cen)
) . — 8 700 (W/m']| 211 [(wWym) | 083[W/ni) [ 054 [W/m '] 0.38 [W/m)
9 ~s Intensity degradation u .
. i '] rate [compare with 1m] 0% BSB% BE.9 % 82.2 % 84.5%
| !
,g Dimensions Spectrum
! A 5 ' oI em Peak: 365 nm
Eﬁ's‘-f&“;‘iﬂn Y . ET (:) - - :J o = Distance:
o i |
NS s Meia0 . = FB3Emm |
Intertek ' —
070D333 1 - . : — 3 /
= N ~ ' : E — = il — am \
Features . | ‘é s ) la s
« High efficiency UV LED Moy - : ﬁ : AV n \
» Peak wavelength at 365nm ) . W 3 NG B // x\K
» Minimurm visible light 43 %: o ' : o LA I
* High output 4500mW at full intensity d * 300 320 340 360 380 400 420 440
* Special optics will not degrade by high UV exposure Wavelength [nm]
* Flicker free \_ PN - /




DarkFEX

Strip 510 IP

CONFORMS TO
ANSIUL STD. 459

CERTIFIED TO

C us CAN/CSA STD.
et €222 NO.64-10

Intertek
BTOD3I3]

Features

* High efficiency UV LED
* Peak wavelength at 3B5nm
~« Minimum visible light

# High output 4500mW at full intensity
““»Special optics will not degrade by high 8V exposure

* Flicker frea

of e

/
v

“

Specification

- Input voltage

- Rated power

-LED

- Optic

- Radi ux putput
z FP"'NIE mp life

y,

IHluminance r*fnsuremant

Dimensions

oC 20-24Y - Peak wavelength JB5nm
12W - Cable connection 22 AWE wire cable
B x 1.8W High Power UV LED - Housing Alumunum Extrusion
25 degress - Protection rating IP-E5
4500 mW - Dimension LBO5S «W 54.3 xH 1006 mm
20,000 hrs L70 &t 250 - Dry weight 1.08 kg
-
Distance [m) 1 e 3 4 5
irkarEity 700 [WW/emi) | 211 [(BW/em'] | 98 [WW/em] | 54 [(WV/cm’ ) 3B [uW/cm')
7.00 [W,/m'] 211 [Wynr] | DB8[W/m') 054 [W/m'] 0.38 [ W/m)
Intensity degradation
rate (compare with 1m) 0% B9.8 % 85.9% g2.2 % 94.5%
Spectrum
Peak: 365 nm
Distance:
m— I
Y
— 3T
s )
— M
\
&
300 320 340 360 380 400 420 440

Wavelength [nm]




DarkFX
Spot 510 1P

™~
k|
‘
-
4 &mﬁﬂﬂﬁilﬁL_
'. e -
; €222 NO.&4-10
Intertek
eTa0333
Featuras "
* High efficiency LV LED
* Peak wavelength at 365nm

* Minimum visible light
« High output 4500mW at full intensity
* Special optics will not degrade by high UV exposure

= Flicker free -%
* Weather proof IP-6!

Specification

- Input voltage DCc 2024V - Peak wavelength J65nm
- Rated power 12w - Cable connection 22 AWE wire cable
-LED B x 1.9W High Power UV LED - Housing Alumunum Die Casting
- Optics 15 degrees - Protection rating IPE5
- Radiant flux output 4500mW - Dimension W1105xD48BxH 1343 mm
- Project lamp life 20,000 hours L70 at 25C - Dry weight 071 kg
lluminance measurement
Distance [m)] 1 2 3 4 5
¢ — 2062 [UW/erT) | 534 [W/em') | 213(WW/em) | 126 [WW/em’) | 76 [1W/em)
2062 (W/m') | 534 (W/m) | 213[(W/m’] | 128[(W/m') | 076(W/m’]
Intensity degradation A £
Fiie (oaare Wik i 0% 741 % 8956 % 939 % 96.3 %
Dimensions Spectrum
Peak: 365 nm
Distance: I
— M (
— 2 I
— M
= \
- Sm
TANN
= -| - - 300 320 340 360 380 400 420 440

Wavelength [nm)




DarkFX |
Spot 1750

Specification
= Input voltage

OS5 L8

"
-
-
L ad
D L

-Rated power
-LED
- Refresh rate
- Optics
- Radiant flux output
}Prﬁmthrnplila
~ -Peakwavelength
- - Control option

= " llluminance measurement

s

=
‘a'/ ~ _ Dimensions
- A -

™

- -_-3- ﬁ
Features — /_ST 4 . Gl .
* High efficiency UV LED e - O
* Peak wavelength at 365nm. n . - 2 . .
* Minimum visiblaight™ ~ A T o . b
* High output 19080mW at full intensity. e K .
» Special optics will not degrade by high UV exposure - oy

* Flicker free
* 15 degrees narrow beam angle

AC100-240V 50-60Hz - DMX channels 1.2
7w - Dperation 2 x 16 digit display with 4 buttons
4 x 16W High Power UV LED - Power connection Meutrik Powercon in /' through
BOO Hz - DMX data connection Spin XLA
20 degrees - Housing Metal
18080 mW - Protection rating IP-20 Indoor use orly
20,000 hrs L70 at 250 - Dimension L2345 xW 13932 «H247.4 mm
S65nm = Dry weight 32 kg
ROM, DMX 512, Manual
Distance (m] 1 2 3 4 5
iy 6573 (UW/cm') (1760 [MW/cm) | 768(W/eni) | 439 (uW/cm') | 288( W/ cm)
i 6573 (W/m'] | 17.80 [W/m] | 789[W/m']) | 439 (W/m'] 2.88 [ W/m)
Intensity degradation G 9
i | caritne wikh = 61 0% 732% 88.3 % 93.3% 95.6 %
= Spectrum
Peak: 365 nm
Distance; f
— i \
- — 2
% H — 3m [
g ] -] m— M /
i G ® e I lll
S o — H I.'I-\I.I I\
= . g AN
300 320 340 380 380 400 420 440

Wavelength [nm])



DarkEX
Drive &

Features Features

E‘ ¥ * Compact and robust design * Compact and robust design P
W | = 4 output terminals for DarkFX UV fixtures = 4 output terminals for DarkFX UV fixtures =
3 >< %_ * Neutrik powercon in/thru » Neutrik powercon in/thru . 5
< ' » 2 x 16 digit LCD display interface * 2 x 16 digit LCD display interface
g l) » DMX control option » DMX control option E
o i * AOM feature set ‘%‘
0
E Specification Specification
m - Input voltage AC100-240V 50-680Hz - Input voltage AC100-240V 50-60Hz
- Rated power 100w - Rated power 78W
- Refresh rate B00Hz - Refresh rate 500Hz
- Output current Constant 500mA Max. - Output current Constant 500mA Max.
per channel per channel
- Control option ROM, DMX 512, Manual - Control option OMX 512, Manual
- DMX channels 1,2 - DMX channels 1,2
- Dperation 2 x 16 digit display with 4 buttons - Operation 2 x 16 digit display with 4 buttons
- Fixture output 4 terminal block - Fixture output 4 terminal block
- Power cannection Meutrik Powercon in/through - Power connection Meutrik Powercon in/through
- DMX data connection 5pin LR - DMX data connection S-pin XLA
- Housing Metal - Housing Metal
- Protection rating IP-20 Indoor use only - Protection rating IP-20 Indoor use only
- Dimension L2171 xW1E7 xH 70 mm - Dimension L2211« WI1B7 xH 70 mm
- Dry weight 1.62 kg - Dry weight 1.62 kg
Dimensions Dimensions
r_ = M—=1._ C ——
& O = d 0 =,
— & — )
T | — 2068 | PoRMS
i, _:mlmf. S 4 i=lolol-) o ) g ARSUAR smmm
e 3 3 1| e | 0 0 el B e
2 R a2 NOse 1D _ ] . B B | | o < e U ot Nosa0

Intertek
ST00333

FOmm d| TETmm I

Intertek

WBTOO3I3IF



Now you can use this new liquid supply set, LCU-25, with all the Antari fogger,
fazer and snow machines regardless the mode| type. This makes the coverage of
the application much wider.

It can supply up to-3 different machines at a time as long as the liquid used is the
same. Smarter design with simpler electronic disposition greatly enhance the
overall liability and make the operation as easy as pie.

Just switch It on, the liquid tank unit will always be full and you're all set. The
vertical distance between the liquid tank unit and liquid supply unit can be up to
12 meters while the horizontal distance can reach 35 meters.

Specification

- Input voltage US medel : AC 100-120V, 50/60Hz 0.46A
EU model ;: AC 220-240V, 50/60Hz 0.23A

- Rated power S5W

A C C E S S O R I E S :iﬁ:;ll::l:lh::r:il:liange :'.:'_!dlrll.'il-l’zul:i-"-l'F 104°F)

. igk - Control Auto
Lcu Remote Cantrol Flight C
i :Re 5 i / ‘9 £ - Connection [EC (Power]
XLR 3-pin (Data)
- Dimension Supply unit

LI7AW 167 HB84 mm
(L7:05'W 6,57 H3.31inch)
Tank unit
LI158'W 103 H24B mm
(L6.22 W 4.06 H9.76 inch)

- Weight Supply unit 1.95 kg {4.30 |bs)
Tank unit 1.8 kg (3.97 lbs)

NOILINNA

Supphy Unit Tank Linit

|| == LCU-2S Liquid Supply Syste

§- 1080 [ §-200K
SW-250 / SW-300
L1 T00N

el '-._I FT-6

1
oL emmiube

Blan. Vertical Distance 12M
Man, Horizonbal Detance 356

\ouTed

LCU-25 SUPPLY UNIT
LCL-25

INBUT ™=

Liguiny
CONTAINER

|
FT-&
Hmm
Max langth 38
CO6001700

e

~

AUIYdBA ND

SAIMOSS490V .
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FTA-1

Adaptor for connecting fog conducting hose FT-10
for DNG-100 Fog Cooler to the desired Antari fog

machine.

- FTA-1 : Adaptor for connecting fog conducting
hose FT-10 to M-5, M-10, W-510, W-5150,
W-530D, IP-1000 and IP-1500 fog machines, in
order to achieve stratepic fog placement.

FTA-200
- FTA-2A : The same function as the FTA-1, specif- F C i . - Dimensions (mm) :
ically designed for Z-10001| and Z-1200I1 fog 09 ond UCtlng L 495 W 418 H 500
{eiiines: Hose Adaptor - Weight :12.3 kg

- FTA-3 : The same function as the FTA-1, specifi-
cally designed for Z-15001| and Z-300011 fog and DNG-250.

machines.

FZ-350

- Dimensions (mm):
L4299 W 230 H 478

-Weight: 8.9 kg

- Compatible with:
£-350

QD

958 Jybi

FTA-11 /

Fog conducting hose adaptor for DNG-100.

r The hoses adaptor can be installed on it and
FTA-3 this can split low fog output into two.

- Dimensions (mm) :

i | L8265 W E95 H 1020
e - Weight: 46.5 kg

- - Compatible With :

DNG-200, DNG-250

s uw | e

- Compatible With :
2-1020, 2-1520,

W-715 , Z-350
- Two units in one n:ase/

Fog conducting hose adaptor for DNG-200

The hoses adaptor can be installed an it and
/ this can split low fog cutpul into two.

FT-10 Fog Conaucting Hose
Fog conducting hose with 12cm diameter and is 10 meters in length.

- Dimensions ([mm) :

The DNG-100 Low fog cooler is equipped with one FT-10 to connect to L 844 W 453 H378

the fog machine. |
This additicnal hose is needed to redirect the fog cutput coming out of
the DNG-100.

-Weight: 12.3 kg
- Compatible With :
M-5, M-8 , M-10, M-11

With this optional hose, fog can be extended anywhera within 10m of W-5150, W-530D

the DNG-100.

F LU DS

Fog / Faze / Haze [/ Bubble / Snow [/ Scent

Watch

Antari watch
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Antari Fog Fluids

Antari fog fluid are optimized for use with all Antari fog machines and are suitable for most
models of foggers. They are all water-based composition that leaves no oily residue.

All of the fluid are odorless, non-irritating, non-toxic, and non-flammable. They preserve the
longevity of your machines.

Qur Material Safety Data Sheets (MSDS) and safety reports from SGS are complied by an
independent laboratory for strictest tests.

The Antari fog fluid are eco-friendly to our enviornment and to human contact.

b Antari fog fluid comes in 4 varieties :
RELL Low Fog Effects Fluid (blue color) It is a specifically made water-based fog fluid for low fog
N machines capable of creating the optimized low fog effect.
produces fog which dissipates in the air fastest.
produces fog which disappears in the air faster,
produces fog which has a longer lasting time.

Fog Fluid (red color)
Fog Fluid (green color)
3

] p 5 L1 M | L1 1% ol
L R L4 FLLS L6 FLL10 FLL20. FLL-200
FLC FLCa ELC2 | FLC-4 Hos FLC-6 FLC-10 FLC:20 FLE=200
FLR A1 FLRd  (FLR4 | FLBS FLR-6 FLR-1G FLR-20 FLR:200
FLG Q;s'm FLGT FGd  FLEA  FLGS m‘rH{H FLG FLETD FLG:20 FLG-200

The choice of fog Muid will depend on which Antari machine is used and also the density of fog you look for

o L=
VI (SEULEIBDRY
SL-6H _ %)%(*’
e, 5 Lifes . SL"E -
. ] 5 LER
— ( cy ““n_tm% | oy s
| -
[ TP Lo AN
*’
—-

There are 6 types of snow fluids among Antari range. The different features are listed as followings:

sL SL-N (New Formula)
» Mildest formula. Artificial snowflakes produced by it with » Artificial snowflake produced by SL-H is the finest
the least irritating smell. {smallest in size and lightest in weight) among
« Perfect for indoor operation. Antari snow fluids, which is the driest and leaves
least wet residue when it falls on the ground.

SL-A # Recommended for outdoor operation.
» Compare to 5L, the snowflakes created by 5L-A are slightly
larger in size and can dissipate in air quicker. SL-H

» 5L-H can produce higher snow volume than the
snow effects from 5L
» Good for outdoor operation.

s Good for indoor operation.

SL-AN (New Formula)

» Compare to SL-N, the snowflakes created by SL-AN
are slightly larger in size and can dissipate in air
quicker.

« Good for outdoor operation.

SL-C [Anti-Freezing Snow Liquid)

» Anti-freezing snow fluid can satisfy the require
ments of operating snow machines in low tempera
ture environment,

+ The lowest working temperature is -10°C | 14°F)

e ——

Sl

They are all available in 5, 20 and 200 Liters.

%
= n

5L 83 51+ S1- 200
SL-A 5L SL-20R SL004
SL-AN  si-saN SL-20AN SL-200AN
SL-C  Susc SL-20C SL-200C
SL-H  5L-5H SL-20H 5L-200H
SL-N S5L-5N SL-20M SL-200M
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06. MG-550 Magican

filled in 2 pressurized canister which
can be installed in fog machines
without fluid pump.

where only a relatively small amount of
haze is needed. It is perfect for mobile
DJs and home parties.

Capable to generate pure and clean fog
when goes with compatible models

SAIMOSSi00V .
pinj

-
= ;l‘;- The world's smallest haze spray ; the
o O Magican produces 2 long lasting haze _g = 5 :g v
. with 1-2 hours of hanging time. One - 5 3 o o
O Magican will haze continuously for five o il =] & =
|_!_I minutes. C g
®
N to6 A haze effect can be achieved after <
— L E 3 01. FLM Foqg Fluid " FIRE TRAINS - approximately 20 seconds of spraying
w ﬂ_ ; 9 : 02. 700ml FLP Fog Fluid in an average sized room, allowing for
FLM-055 and FLM-O5P are special ; | g : ¢
O - = in a Pressurized approximately 15 hazing sessions per
== :_'_z"_—’-ﬂ = ";._"f-ﬁ formulated water based fluid for MB-1 Canister Can.
~ b= OL W 5o OLER and MB-20 mobile fogger. With best _ \
M —_——— quality, no artificial colors are added. . FLP-700 is water based FLP fog fluid The Magican is designed for situations
[T

04. Oil Based Haze Fluid
HZL : Specially composed haze fluid, HZL

is a non-toxic solution that produces a 08. Scent
pure, translucent haze with an extremely M Simply put a few drops of these high quality scent Into the fluid tank. You will
long hanging time and low moisture . - . i have scented fog right away! 6 fragrances are available in a standard 20 ml
content. ' E]H_ﬂ!_! 05. Bubble Fluid L'..?{Jﬂ 07. C-300 bottle. The ideal mix ratio of scent and fluid is 1:1000 For instance: adding 1ml
Golorless) adoriess an o flaemabie: BUBBLE LIQUID Antari bubble fluid is a water-based S Antari C-300 designed for maintaining scent into 1liter fog fluid can have the best effect of scented fog.
HZL leaves no residue or contamination 5 LITER _ composition that creates vivid, i = pump of effects machine on its best P R P2 - Mint P-4 : Apple
and complies with the strictest health S ransparent bubbles. performarnce. P-6 Lemon P-7 : Strawberry P-9 : Orange
and safety regulations. SRBESy I : ; .
The l%quu:i Ishfnro‘;ihessh ::ﬂoﬂess ;;1'::1 By applying this special Fformulated
e el el | o i non-flammable. The Antari bubble solution on a regular basis will keep the
;:;;:;;:pg'rm:glgl ;r;g;af&e&a;l;g&;j | LTI 9 ﬂuid is aua_‘ilable in either one or five pump at optimal condition.
1000 liter containers.
Use this maintenance solution before
HZL-1 : Haze fluid (1 liter) BL-1 : Bubble fluid (1 liter) / BL-5: storage will prevent the pump from dry
HZL-5 - Haze fluid (5 liter) - Bubble fluid (5 liter) | outand clogging.
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“Although a watch is a statement of character and fashion, its primary purpose is to measure and
communicate our most important resource. That resource is time.

Time is the cne thing in which we are all equal. We cannot make more of it no matter how much we try. No
amount of money or effort will influence its passing. In the time we have available, every moment must be

seized, every opportunity taken.

Ina day ...... an idea is borne of inspiration
In a week ...... ideas develop into projects

In a month ...... a prototype is realised, ready for testing
In ayear ...... a product enters the market, the end result of time Invested and passion committed

A lifetime ...... @ record of achievements, of developed ideas, of effort and enthusiasm, from beginnings
through growth to maturity; from obscurity to recognition.

This is our commitment to you. Our ime is devoted to our partners, supparters and clients — to reach our
shared aspirations.”
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Bekafun

Bekafun bvba
Heilig Hartstraat 23
B-8870 Izegem
T051/31 28 03
F 051/31 82 18
info@bekafun.be
www.bekafun.com

Open: Ma-vrij: 8u30-19u ® Di: 8u30-21u ® Za: 8u30-17uBTW: BE 0457.542.763



